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MADE IN ITALY

F96-0100-202 M1/4”BSP - M1/4”BSP
F96-0100-303 M3/8”BSP - M3/8”BSP
F96-0100-404 M1/2”BSP - M1/2”BSP
F96-0100-505 M3/4”BSP - M3/4”BSP
F96-0100-606 M1”BSP - M1”BSP
F96-0100-707 M1.1/4”BSP - M1.1/4”BSP
F96-0100-808 M1.1/2”BSP - M1.1/2”BSP
F96-0100-909 M2”BSP - M2”BSP

F96-0100-302 M3/8”BSP - M1/4”BSP
F96-0100-402 M1/2”BSP - M1/4”BSP
F96-0100-403 M1/2”BSP - M3/8”BSP
F96-0100-504 M3/4”BSP - M1/2”BSP
F96-0100-604 M1”BSP - M1/2”BSP
F96-0100-605 M1”BSP - M3/4”BSP
F96-0100-706 M1.1/4”BSP - M1”BSP
F96-0100-806 M1.1/2”BSP - M1”BSP
F96-0100-807 M1.1/2”BSP - M1.1/4”BSP
F96-0100-907 M2”BSP - M1.1/4”BSP
F96-0100-908 M2”BSP - M1.1/2”BSP

F96-0302-403 M1/2”NPTF - F3/8”BSP
F96-0302-504 M3/4”NPTF - F1/2”BSP
F96-0302-605 M1”NPTF - F3/4”BSP

F96-0110-202 M1/4”BSP - M1/4”NPTF
F96-0110-303 M3/8”BSP - M3/8”NPTF
F96-0110-404 M1/2”BSP - M1/2”NPTF E.22
F96-0110-505 M3/4”BSP - M3/4”NPTF
F96-0110-606 M1”BSP - M1”NPTF
F96-0110-707 M1.1/4”BSP-  M1.1/4”NPTF
F96-0110-808 M1.1/2”BSP - M1.1/2”NPTF
F96-0110-909 M2”BSP - M2”NPTF

F96-0212-404 M1/2”NPTF - F1/2”BSP
F96-0212-505 M3/4”NPTF - F3/4”BSP

F96-0212-304 M3/8”NPTF - F1/2”BSP
F96-0212-305 M3/8”NPTF - F3/4”BSP
F96-0212-405 M1/2”NPTF - F3/4”BSP
F96-0212-506 M3/4”NPTF - F1”BSP

F96-0300-201 M1/4”BSP - F1/8”BSP
F96-0300-302 M3/8”BSP - F1/4”BSP
F96-0300-403 M1/2”BSP - F3/8”BSP
F96-0300-504 M3/4”BSP - F1/2”BSP
F96-0300-604 M1”BSP - F1/2”BSP
F96-0300-605 M1”BSP - F3/4”BSP
F96-0300-908 M2”BSP - F1.1/2”BSP

F96-0210-404 M1/2”BSP - F1/2”BSP
F96-0210-505 M3/4”BSP - F3/4”BSP

F96-0210-203 M1/4”BSP - F3/8”BSP
F96-0210-304 M3/8”BSP - F1/2”BSP
F96-0210-305 M3/8”BSP - F3/4”BSP
F96-0210-405 M1/2”BSP - F3/4”BSP
F96-0210-506 M3/4”BSP - F1”BSP

F96-0110-204 M1/4”BSP - M1/2”NPTF E.22
F96-0110-302 M3/8”BSP - M1/4”NPTF
F96-0110-304 M3/8”BSP - M1/2”NPTF E.22
F96-0110-305 M3/8”BSP - M3/4”NPTF
F96-0110-402 M1/2”BSP - M1/4”NPTF
F96-0110-403 M1/2”BSP - M3/8”NPTF
F96-0110-405 M1/2”BSP - M3/4”NPTF
F96-0110-504 M3/4”BSP - M1/2”NPTF
F96-0110-604 M1”BSP - M1/2”NPTF
F96-0110-605 M1”BSP - M3/4”NPTF
F96-0110-806 M1.1/2”BSP - M1”NPTF
F96-0110-807 M1.1/2”BSP - M1.1/4”NPTF
F96-0110-907 M2”BSP - M1.1/4”NPTF
F96-0110-908 M2”BSP - M1.1/2”NPTF

F96-0050-322 M3/8”G - F22X1,5 250 bar 40 l/min
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Galvanized steel connection ring nut

Suitable for connecting pressure washer spray guns
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BSP male - BSP male nipples 

BSP male - BSP male reduced nipples 

BSP male - BSP female extensions

BSP male - BSP female reduced extensions

BSP male - BSP female plug reductions

BSP male - NPTF male nipples

BSP male - NPTF male reduced nipples

NPTF male - BSP female extensions

NPTF male - BSP female reduced extensions

NPTF male - BSP female plug reductions

GALVANIZED STEEL CONNECTION FITTINGS




